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APPENDIX B TO PART 195—RISK-BASED ALTER-
NATIVE TO PRESSURE TESTING OLDER HAZ-
ARDOUS LIQUID AND CARBON DIOXIDE PIPE-
LINES

AUTHORITY: 49 U.S.C. 5103, 60102, 60104,
60108, 60109, 60118; and 49 CFR 1.53.

§195.1

SOURCE: Amdt. 195-22, 46 FR 38360, July 27,
1981, unless otherwise noted.

Subpart A—General

§195.0 Scope.

This part prescribes safety standards
and reporting requirements for pipeline
facilities used in the transportation of
hazardous liquids or carbon dioxide.

[Amdt. 195-45, 56 FR 26925, June 12, 1991]

§195.1 Applicability.

(a) Except as provided in paragraph
(b) of this section, this part applies to
pipeline facilities and the transpor-
tation of hazardous liquids or carbon
dioxide associated with those facilities
in or affecting interstate or foreign
commerce, including pipeline facilities
on the Outer Continental Shelf.

(b) This part does not apply to—

(1) Transportation of a hazardous lig-
uid that is transported in a gaseous
state;

(2) Transportation of a hazardous lig-
uid through a pipeline by gravity;

(3) Transportation through any of the
following low-stress pipelines:

(i) An onshore pipeline or pipeline
segment that—

(A) Does not transport HVL;

(B) Is located in a rural area; and

(C) Is located outside a waterway
currently used for commercial naviga-
tion;

(i) A pipeline subject to safety regu-
lations of the U.S. Coast Guard; or

(iii) A pipeline that serves refining,
manufacturing, or truck, rail, or vessel
terminal facilities, if the pipeline is
less than 1 mile long (measured outside
facility grounds) and does not cross an
offshore area or a waterway currently
used for commercial navigation,;

(4) Transportation of petroleum in
onshore gathering lines in rural areas
except gathering lines in the inlets of
the Gulf of Mexico subject to §195.413;

(5) Transportation of hazardous lig-
uid or carbon dioxide in offshore pipe-
lines which are located upstream from
the outlet flange of each facility where
hydrocarbons or carbon dioxide are
produced or where produced hydro-
carbons or carbon dioxide are first sep-
arated, dehydrated, or otherwise proc-
essed, whichever facility is farther
downstream;
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